
ELECTRICS
THREE PHASE, 400 AMP, FUSED SERVICE LOCATED IN THE CONTROL BOOTH
EXTENSIVE, FIXED GRID ABOVE HOUSE AND STAGE – PIPE CAN BE ADDED 

 TO ACCOMMODATE SCENIC, LIGHTING, OR SOUND DESIGN 
FOLLOWSPOT POSITIONS IN BACK OF HOUSE (2) 

SOUND / COMMUNICATIONS
20 AMP DEDICATED CIRCUITS (2)
INTERCOM / MONITOR / PAGE SYSTEM BETWEEN CONTROL BOOTH, DRESSING 
ROOMS, AND COMMON AREAS BACKSTAGE
PHONE LINE IN CONTROL BOOTH FOR PRODUCTION PHONE / DSL

LOAD-IN ACCESS
SCENERY LOADED IN UP ONE FLIGHT OF STAIRS THROUGH HOUSE

REHEARSAL SPACE
AVAILABLE BY ARRANGEMENT

SUPPORT AREAS (LOCATED TWO FLIGHTS BELOW STAGE)
DRESSING ROOMS (2)
SHOWERS (2) AND TOILETS  (2),  SHARED BY BOTH THEATRES 
WARDROBE, SHARED BY BOTH THEATRES 
KITCHENETTE, AND SHARED BY BOTH THEATRES, EQUIPPED WITH SINK, 

 WATER COOLER, CABINETS, ELECTRICAL OUTLETS, AND COUNTER SPACE 


